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Name of the Work:

SCHEDULE'B'

Providing electrical wiring to the Laboratory Tables of
Zoology at University College of Science

P.G. Studi and rch in

Open Conduit System:Supplying heavy gu@
confirming to IS 2509 with suitable size bends, junction boxes. adhesive
paste etc. and fixing using inverted wood plugs in case of RCC ceiling
and RCC ceiling and RCC wall stone structure or rawl plugs in case of
brick walls and cement plastering damaged portion uring i.uuy gauge
saddles at an interval of 700mm
19/20 mm dia 2 mm thicl<,

Wiring for lighting/power
grade, multis and Copper
consealed system of wiring

circuit using one
conductor single

of PVC insulated 1100v
core cable in open or

Supplying and fixing regular MCB m
wall/woodboard/flush mounting using required clamps. Bolts,nuts
etc'.with provision for fixing suitable type capacity MCB's single phase
/3 phase/single door with power coated painting etc..complete. Single
Door.
8 Way SP &N
Supplying and fixing miniature
disribution boards using necessary
indicator oN/oFF, energy cross-3 with short circuit breaking capaciry
of 10K and complete wiring as required.
5-32 Amps
Supplying and surface/flush mounting unuffi
suitable for mounting modular switch plates. The box should be firmlv
suface/flush mounted after due grove cutting in Brick/c.c wall fixing
including necessary rawl p lugs,MachinearlF screwes etc..complete.

Supplying and fixing superior quality -oduta@
polycorbonate plate with neccesary supporting back plate with .qrr.,
nos' of machine screwes, bolts etc..complete on the 

"*iuting 
metal/pVC

box.

8module

supplying and fixing of rnodular switch/Socket/stepped electronic fan
requlator/dimmer/telephone socket etc..on existing modular switch plate

6Amps one Wa
6Amps 3Way socket


